











IM Series Introduction 

IMO1 is the new communication with users under the new retail and 
marketing method, itrepresentsthe future trend of business. 

By giving backthe productto users, and users creatingthe product 
with their own interesting thoughts. The interaction of three parties 
(user/platform/KOL) makes a new business method come true. 

IM seriesis also a platform of co-creation, the idea is to give player a 
freer experience of the production. 

Wewillexplore ‘wholam’ inthisinteresting world of IM-Series 


together. 
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Product Specification 






463*272*380mm 


Max CPU Cooler Height 155mm (Without Vertical GPU or fan bracket) 


Fan Support 


Water Cooler Support 





350*185*288mm 











391*185*303mm 














Rear: 1*8cm 






Side: 2*12cm 


Top: 2*12cm 







Bottom: 2*12cm 


Left HDD/Fan Bracket: Support 240mm water cooler with SFX PSU 









Bottom: Support 240mm water cooler with ITX mother board 
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HDD Space 








USB3:072 
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Accessories 


Quantity 


2 
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2.5"SSD Step Screws 















Fix 3.5” HDD 


Fix MB/2.5"SSD 






Fix 2.5"SSD 










3.5"HDD Step Screws 


— 
Copper Cylinder Used on MB 


Copper Pillar 








Use on step screws 
to fix Harddisk 


Cable Management 


Cable Management 








Fix/Remove Cylinder 





USB3.0 
Audio 
USB3.0 
Reset 
Power 
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Remove screws on rear plate, then U 
open top and bottom plate simi lo delo e ad bracket 
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MATX Installation Plan - MB Installation 











Get the IO slot ready Putin MATX mother board 
to right location 











Fix with mother board se 
screws Finish 








MATX Installation Plan - ATX PSU Installation 


- 





Unscrew the HDD Cage from back of MB tray 





Remove the Micro PSU cage, put ATX Fix with hex screws from the top 
PSU into the correct position 











MATX Installation Plan -Installation of SFX PSU 





Put in gaskets before fixing Put in the PSU and fix with hex screws 
HDD/SDD with step screws 


(Fix SSD with 2.5” SSD screws) 
(Fix HDD with 3.5” HDD screws) 











Put the PSU bracket to its location on 
front plate and fix with screws 
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ITX Installation Plan - MB Installation 











Get the 10 slot ready Put in ITX mother board to right location 








Putin ITX mother board to right location 








ITX Mother Board Installation Plan - ATX PSU Installation 





ecoocoocosocson noc or nn con nM9s$ . css 
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Unscrew the Micro HDD cage 
from back of MB tray 





Remove the Micro PSU cage, Fix with hex screws from the top 
put ATX PSU into the correct 
position 
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ITX Installation Plan - Installation of Micro PSU@ 





Putin gaskets before fixing Put in the PSU and fix with hex screws 
HDD/SDD with step screws 

(Fix SSD with 2.5” SSD screws) 

(Fix HDD with 3.5” HDD screws) 
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Put the PSU bracket to its location 
on front plate and fix with screws 








ITX Installation Plan - Installation of Micro PSU@ 





Put the cage with HDD and PSU Fix with screws from back of MB tray 
back into the chassis 


Max. CPU Cooler Height 





When GPU installed horizontally When GPU installed vertically: 88mm 
and without left side bracket: 155mm 
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installation of Graphic Card 





Lift PCI magnetic bay Unscrew and remove PCI bay 











Insert GPU and fix with screw Finish 
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Length Limitation of Vertical GPU Installation 





| With Micro PSU, 245mm 


(When PSU fixed to front plate) With ATX PSU, 245mm 
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(When Micro PSU fixed to MB Tray) 

















Lift PCI Magnetic bay, unscrew Insert GPU and fix with screws, 
to remove PCI bay then connect with cable 
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Installation of HDD on HDD/Fan Bracket 





Get SSD/HDD and the Put the SSD/HDD to the 
bracket ready bracket on the side with 
lifted edge 





Fix it back to the top/bottom 


Fix with screws ) 
(HDD screws for HDD) of chassis 


(Only support HDD*1 on top 
when with ATX PSU) 


(MB screws for SSD) 








Installation of HDD/SSD on left fan bracket 





Get SSD/HDD and the Put the SSD/HDD to the 
bracket ready bracket on the side with 
lifted edge 





Fix with screws Fix it back to the side of chassis 
(HDD screws for HDD) (Only support HDD*1 on top 
(MB screws for SSD) when with ATX PSU) 
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Installation of Double SDD inside of Front Plate 








Put the SDD to the location as screws Use M/B screws to fix 
holes indicate 


Installation of Water Cooler on HDD/Fan Bracket 
(Supports only at the bottom) 











Fix 240/120 water cooler to the bracket Fix bracket back into the bottom of chassis 

as shown on the picture (Only supports water cooler installation on 
the bottom plate with vertical GPU and ITX 
mother board) 





VALL 





Installation of Rear Plate Fans 





Fix 8cm fan Fix screws from rear plate 
(Air outflow) 


Installation of Fans on HDD/Fan Bracket (Top) 
(Support 2*12cm fan with Micro PSU, Support 1*12cm fan with ATX PSU) 





Fix 12cm fan to the bracket Fix Bracket back to the chassis 
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Installation of fans on HDD/Fan Bracket (Bottom) 





Fix 12cm fanstothe bracket Fix the bracket back into 
(Air inflow from the bottom) the chassis 


Installation of fans on HDD/Fan Bracket (Left Side) 


(Support 1*12cm fans when using ATX PSU; Doesn' t support HDD when fans are installed) 


de con e 








Fix 12cm fans to the bracket Fixthe bracket backintothe 
(Airinflow fromthe left side) chassis 
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Guangzhou AOJIE Science and Technology CO, Ltd 

Address: 30 Mingzhu Avenue South, Mingzhu Industrial Park, Conghua District, Guangzhou 
Tel: 020-36031688 Fax: 020-36032128 

Website: www.sama.cn 

We passed IS09001:2015 Cerficartion (SGS: CN10/30729) 


Passed Q/AJKJ 1-2016 





